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Special filters

Return In-Line Filters RF series
RF
Pressures to 145 PSI
Flow Rates to 85 GPM
n	 Applications: Return-line filters for connection in return lines.
n	 Element options: Paper, Interpor fleece, stainless steel wire mesh.
n	� User Benefits: Economical line mounted return filters. Light-

weighted aluminum design. Several and multiple ports available.  
Hose connections possible.

In-Tank Suction Filter AS/TS/TSW series
AS - Flow Rates to 168 GPM
TS - Flow Rates to 187 GPM
TSW - Flow Rates to 32 GPM
n	� Applications: Suction filter, directly mounted to the reservoir vertically  

(TS-series) or horizontally (TSW-series).
n	 Element options: Paper, Interpor fleece, stainless steel wire mesh.
n	� User Benefits: Suction filters which can be serviced from the outside 

of the reservoir with no additional check valve needed.

Manifold Mounted Filter FHP/HPP/HPF series
FHP
Pressures to 3625 PSI
Flow Rates to 40 GPM

HPP/HPF
Pressures to 4568 PSI
Flow Rates to 360 GPM
n	� Applications: FHP/ HPF - Pressure filter, manifold side mounted  

HPP - Pressure filter, manifold bottom mounted.
n	 Element options: Interpor fleece, stainless steel wire mesh.
n	� User Benefits: Simplified mounting, which saves valuable space. 

Provides filtration directly at the point needed. Prevents dirty fluid 
from passing downstream during element change.
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internormen  
fluid management
Off-line filtration units in stationary and 
mobile versions, with options like heat 
exchanger and watersorp elements as 
well as vacuum dehydration systems.

Other products offered by internormen technology

internormen 
electronics
Contamination Control Systems 
(Laser Particle Counters) with options 
like Bottle Sampling System and Tank 
Sampling System as well as mobile 
and stationary water sensors and 
electronic sensor systems.

internormen 
contamination monitoring
Mobile Sampling- and Oil Analysis 
Sets as well as in-house laboratory 
services including oil analysis and 
element checks performing optical 
emission spectrum and infrared 
spectroscopy analysis.
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Strainers

Plated Steel Hex or Nylon Hex
Pipe Nut Coupling:
In a full range of NPT sizes, 3/4” thru 3”. Welded on.
Plated Steel End Cap or Nylon
Epoxy-bonded for one-piece construction.
Steel Back-Up Cylinder:
Provides rigidity, permits easy cleaning and better flow.
Pleated, Reusable Stainless Wire Cloth: Keeps its shape and 
allows better flow. For use with hydraulic fluids, oils, coolants, 
cutting oils and lubricants. Excellent for mobile equipment. 
Easily cleaned. Choice of 30, 60, 100 or 200 mesh. See table.
Plated Steel Cap End:
Epoxy-bonded for one-piece construction.
Trouble-Free Positive Protection:
All metal, nickel plated construction. No organic elements to 
deteriorate. These smooth, one-piece, epoxy-bonded units 
are carefully and compactly constructed with quality materials 
throughout. They assure trouble-free, positive protection for 
the entire system. Excellent for mobile equipment.
Easily Installed and Cleaned:
Easily removed and cleaned with gasoline and similar solvents.
OPTIONAL:
Nylon hex pipe nut coupling, one piece.

Stainless Wire Cloth - Stock Meshes
MESH CENTER  

AGE TO CENTER
DIA. OF WIRE 

(Inches)
WIDTH OF 
OPENING 
(Inches)

WIDTH OF 
OPENING 

(Microns)
PERCENT OF 
OPEN AREA

30 .011” .022” 557 44.8

60 .0065” .010” 253 37.5

100 .0045” .0055” 140 30.3

200 .0021” .0029” 74 33.6

PART 
NYLON

NUMBER 
STEEL gpm a b C D AREA (CM2)

N49-3 49-3 3 IN
MM 3/8” 1.2

30.4
2.5
63.5

1.9
48.3

34
(219.3)

N49-4 49-4 5 IN
MM 1/2” 1.9

48.2
3.1
78.7

2.6
66

62
(399.9)

N49-5 49-5 8 IN
MM 3/4” 2.9

73.7
3.6
91.4

2.6
66

62
(399.9)

N49-10 49-10 10 IN
MM 1” 4.6

116.8
5.4

137.2
2.6
66

110
(709.5)

N49-20 49-20 20 IN
MM 1-1/4” 6.1

154.9
6.9

175.3
3

76.2
162

(1044.9)

N49-30 49-30 30 IN
MM 1-1/2” 7.2

182.9
8

203.2
3.3
83.8

225
(1451.3)

N49-50 49-50 50 IN
MM 1-1/2” 9.1

231.1
9.9

251.5
3.9
99.1

340
(2193)

N49-50-2 49-50-2 50 IN
MM 2” 9.1

231.1
9.9

251.5
3.9
99.1

340
(2193)

N49-75 49-75 75 IN
MM 2-1/2” 9.1

231.1
10.1
256.5

5.1
129.5

400
(2580)

N49-100 49-100 100 IN
MM 3” 10.4

264.2
11.8

299.7
5.1

129.5
500

(3225)
TO ORDER OTHER THAN 100 MESH ADD -30, 60, 200
TO SPECIFY BY-PASS OPTION, ADD R3 & R5

OPTIONAL
n	 Built-in relief valve to prevent
n	 pump starvation / Part No. R3 & R5 
n	 3 & 5 PSI relief valve is optional extra.
n	� To specify add to Model No. 

Example: 49-50-R3-100

Nylon Hex 
Nut  
(One Piece)

Steel Hex

N49- Series 49- Series

PART NUMBER
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Tank accessories

TANK MOUNTED STRAINERS
Designed for ease of servicing access to tank interior is 
not necessary
LTM Series
SPECIFICATIONS
n	 Cast iron bushings
n	 Perforated steel support tubes
n	 100 mesh stainless steel pleated screen
Options:
n	 No by-pass or 3 & 5 PSI by-pass
n	 Custom screens available on request

PART 
NUMBER gpm

DIMENSIONS
AREA 
(CM2)npt npt AREA

A B C D E

LTM-3 3 IN
MM 3/4” 3/8” 4.0

101
1.0
25

0.9
29

29.0
(185)

LTM-5 5 IN
MM 1” 1/2” 5.4

137.2
1.1
27.9

1.2
30.5

35
(225.8)

LTM-10 10 IN
MM 1-1/4” 3/4” 8.2

208.3
1.2
30.5

1.4
35.6

64
(412.8)

LTM-15 15 IN
MM 1-1/2” 1” 8.2

208.3
1.2
30.5

1.7
43.2

86
(554.7)

LTM-25 25 IN
MM 2” 1-1/4” 9

228.6
1.4
35.6

2.1
53.3

125
(806.3)

LTM-50 50 IN
MM 3” 2” 9.7

246.4
1.7
43.2

3
76.2

260
(1677.0)

LTM-100 100 IN
MM 4” 3” 11.3

287.0
1.8
45.7

4
101.6

315
(2031.8)

TANK MOUNT DIFFUSERS
Designed for ease of servicing access to tank interior is not 
necessary
LTM Series
SPECIFICATIONS
n	 Cast iron bushings
n	 Perforated steel support
n	 Temperatures to + 250 0F (+121 0C)

DIMENSIONS

PART 
NUMBER

gpm
RANGE

PERF. 
OPEN

AREA IN

npt SIZES C D E

A B IN. MM. IN. MM. IN. MM.

LTMD-5 20 3.1 1” 1/2” 5.34” 135 1.06” 28 1.17” 29

LTMD-10 35 6.9 1-1/4” 3/4” 8.17” 207 1.20” 30 1.36” 34

LTMD-15 55 8.8 1-1/2” 1” 8.20” 208 1.22” 31 1.66” 42

LTMD-25 95 12.3 2” 1-1/4” 9.04” 229 1.35” 34 2.12” 53

LTMD-50 210 17 3” 2” 9.70” 246 1.70” 43 3.00” 76

LTMD-100 465 39 4” 3” 11.30” 287 1.80” 45 4.00” 101
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DIMENSIONS

PART 
NUMBER

gpm
RANGE

PERF. 
OPEN

AREA IN

npt SIZES C D E

A B IN. MM. IN. MM. IN. MM.

LTMD-5 20 3.1 1” 1/2” 5.34” 135 1.06” 28 1.17” 29

LTMD-10 35 6.9 1-1/4” 3/4” 8.17” 207 1.20” 30 1.36” 34

LTMD-15 55 8.8 1-1/2” 1” 8.20” 208 1.22” 31 1.66” 42

LTMD-25 95 12.3 2” 1-1/4” 9.04” 229 1.35” 34 2.12” 53

LTMD-50 210 17 3” 2” 9.70” 246 1.70” 43 3.00” 76

LTMD-100 465 39 4” 3” 11.30” 287 1.80” 45 4.00” 101

Tank accessories

CANISTER FILTER

Flows to  
7 gpm Return  
2 gpm Succion 

Model Port

CP-250 1/4 npt

CP-380 3/8 npt

Flows to  
25 gpm Return  
5 gpm Succion 

Model Port

CP-750 3/4 npt

CPL-750 3/4 npt

CP-1010 1 npt

CPL-1010 1 npt

Flows to  
60 gpm Return  
15 gpm Succion 

Model Port

CP-1280 1-1/4 npt

CPL-1280 1-1/4 npt

Flows to  
120 gpm Return  
35 gpm Succion 

Model Port

CP-1500 1-1/2 npt

CP-1500L 1-1/2 npt

CP-1520* 1-1/2 npt

CP-1520L* 1-1/2 npt

Filter Elements

Part Number Micron Rating Element Thread

CP-1025 10 3/4-16 UNF

CP-2525 25 3/4-16 UNF

Filter Elements

Part Number Micron Rating Element Thread

CP-752-03 3 1”-12 UNF

CP-752-10 10 1”-12 UNF

CP-752-30 25 1”-12 UNF

CPL-752-10 10 1”-12 UNF

CP-1002-10 10 1-1/8-16 UNF

CP-1032-10 10 1-1/8-16 UNF

Filter Elements

Part Number Micron Rating Element Thread

CP-1282-03-50 3 1-1/2-16 UNF

CP-1282-10-50 10 1-1/2-16 UNF

CPL-1282-10-50 10 1-1/2-16 UNF

CP-1282-10-55 10 1-1/4 -BSP

CP-1282-25-50 25 1-1/2-16 UNF

CPL-1282-25-50 25 1-1/2-16 UNF

CP-1520 SERIESCP-1500 SERIES
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FILLER BREATHER CAPS

Tank accessories

ORDERING CODE

FILLER BREATHER MINI CAP

Part 
Number

Micron 
Rating

DISPLACEMENT 
gpm

AIRFLOW 
CFM a b c d e f WEIGHT

LB/KG

FCS-M 40
270 71 10 IN

MM
1.7
43

4.3
110

2
50

2.5
64

1.1
29

1.8
46

1.5
0.7

FCS-10M 10
135 36 5 IN

MM
1.7
43

4.3
110

2
50

2.5
64

1.1
29

1.8
46

1.8
0.8

BREATHER FILTER-THREADED METAL ASSEMBLIES

LC Option 
Locking Cap 57-XL-40 57-XL-40N HN Option 

High Neck
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Tank accessories

MODEL PORT 
SIZE A b c d

NY- 4 1/4” IN
MM

1.2
30

1.4
35

0.8
21

0.6
14

NY- 4- 4 1/4” IN
MM

1.6
4.1

1.3
33

0.8
21

0.5
12

NY- 6 3/8” IN
MM

1.2
30

1.4
36

0.8
21

0.6
15

NY- 4-6 3/8” IN
MM

1.6
4.1

1.3
34

0.8
21

0.5
13

NY- 8 1/2” IN
MM

1.2
30

1.4
36

0.8
21

0.6
15

NY- 12 3/4” IN
MM

1.8
46

1.5
38

0.9
22

0.6
16

NY- 7-12 3/4” IN
MM

2.8
70

2
52

1.4
35

0.7
17

NY- 16 1” IN
MM

1.8
46

1.5
38

0.9
22

0.6
16

NY- 7-16 1” IN
MM

2.8
70

2.1
54

1.4
35

0.7
35

NY-7-20 1-1/4” IN
MM

2.8
70

2.2
55

1.4
19

0.8
20

NYLON FILLER BREATHERS
SPECIFICATIONS
n	 1/4” to 1-1/4” npt Threaded Filter Filler Breathers
n	 Thermoplastic Polymide 66 Material
n	 Maximum Operating Temperature 25 oF (100 oC)
n	� Compatible with Petroleum Based Fluids, Gasoline, Fuel, 

and variety of Solvents
n	� Not compatible with Alcohol
n	� 10 or 40 micron polyurethane elements
n	� Buna Seals
n	� Anti splash option available
n	� npt Threads
n	� Maximum Pressure 47 psi (3 Bar)
n	� Optional steel plated dipstick available up to 7.9 inches (200 mm) 

and can be marked with min & max notches upon request.
n	� Measure from end to thread.

ORDERING CODE
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Tank accessories

Threaded/Bayonet Flange 
Model LGB 
n	� White metal filter canister 
n	� Zinc plated steel adapter 
n	� Air flow to 200 CFM (1125 GPM) 
n	� Compatible with most fluids 
n	� Temperature to 250 oF (121 oC) 
n	� 1/2”, 3/4” & 1” NPT Threads  

(Optional threads available; Consult Factory) 
Options: 
n	� 10 micron glass media 
n	� 10 or 30 cellulose media 

d h d l d1 h1 h2 LBS/GR

NYPO-24 IN 1,5 1,1 2,8 1,9 1,8 0,1 0,3 0,2

MM 39 28 70 48 45 3 7 67

PART 
NUMBER ADAPTER ELEMENT MICRON

RATING
PORT
SIZE

DISPLACEMENT
gpm

LGB-8-10-18 LABA-8-8 CP-1018 10 1/2 300

LGB-8-03 LABA-8 CP-752-03 3 3/4 600

LGB-8-10 LABA-8 CP-752-10 10 3/4 900

LGB-8-30 LABA-8 CP-752-30 25 3/4 900

LGB-12-310 LABA-12-12 CP-AB-310 10 3/4 300

LGB-B-310 B12 CP-AB-310 10 BAYONET 300

LGB-12-03 LABA-12 CP-752-03 3 3/4 1125

LGB-12-10 LABA-12 CP-752-10 10 3/4 1125

LGB-12-30 LABA-12 CP-752-30 25 3/4 1125

LGB-16-03 LABA-16 CP-752-03 3 1 1250

LGB-16-10 LABA-16 CP-752-10 10 1 1250

LGB-16-30 LABA-16 CP-752-30 25 1 1250

LGB-20-10 LABA-20 CP-1282-10-50 10 1-1/4 1875

LGB-20-25 LABA-20 CP-1282-25-50 25 1-1/4 1875

*�Comes with flange, gasket, 
screen & mounting screws.

NYPO-24
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d h d l d1 h1 h2 LBS/GR

NYPO-24 IN 1,5 1,1 2,8 1,9 1,8 0,1 0,3 0,2

MM 39 28 70 48 45 3 7 67

SIGHT LEVEL GAUGE
LLG & T-LLG
n	� 3, 5, 10 in. (75, 127, 254 mm) mounting center transparent 

Oil Level Indicator with guard
n	� Transparent Polymide Resin Material
n	� Guard is steel with black finish 
n	� Maximum Operating Temperature 250 0F (100 0C)
n	� Compatible with Petroleum Based Fluids, Gasoline, Fuel, 

and variety of Solvents
n	� Not compatible with Alcohol
n	� 1/2-13 UNC or (10 mm, 12 mm) bolt threads available
n	� Maximum Pressure 47 psi (3 Bar)
n	� Nitrile Seal 
n	� T-LLG includes standard red thermometer or optional blue 

thermometer is available
n	� Stainless steel hardware is available

Tank accessories

DIMENSIONAL DETAIL

MODEL i h1 h2 D drill f e a L BOLT TORQUE

LLG-3, T-LLG-3 IN
MM

3
76

4.2
107

1.2
31

13/64 (13)
10.2, 12.2 MM

1/2-13
M10, M12

0.8
20

0.8
21

1.5
39

11-12.4 FT-LBS
15-17 NM

LLG-5, T-LLG-5 IN
MM

5
127

6.1
156

1.2
31

13/64 (13)
10.2, 12.2 MM

1/2-13
M10, M12

0.8
20

0.8
21

3.5
90

11-12.4 FT-LBS
15-17 NM

LLG-10, T-LLG-10 IN
MM

10
254

11.1
283

1.3
34

13/64 (13)
10.2, 12.2 MM

1/2-13
M12

0.8
18

1.2
32

7.9
200

11-12.4 FT-LBS
15-17 NM

ORDERING CODE
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FLUID LEVEL SIGHT WINDOWS
LSW
Lenz Fluid Level Sight Windows are designed for quick visual 
inspection and can be used to show presence of oil in gear cases, 
bearing housings, or can be used to indicate liquid level in reservoirs.
These observation windows allow to check mechanism functions in 
sealed chambers as well as in hydraulic lines to monitor fluid flow 
and condition.
Reflectors (optional) show the fluid level and conditions clearly from 
a distance or when dimly lit. Cork Balls (optional) show the movement 
of oil. Stainless (optional) 
Lenz Fluid Level Sight Glass Windows are offered in the following 
sizes: 1/4” through 2” npt and 3/4”-16 through 1-7/8” - 12 S.A.E. 
Rated at 250 oF. 

npt THREADS DIMENSIONAL DETAIL

OPEN 
VIEW

WITH 
REFLECTOR

REFLECTOR 
BALL a b c d e MAX PRESS 

PSI/BAR

LSW-6 LSW-6-R LSW-6-RB IN
MM 3/8 0.5

13
0.4
11

0.8
20

0.9
23

500
35

LSW-8 LSW-8-R LSW-8-RB IN
MM 1/2 0.7

18
0.6
15

0.9
23

1
25

500
35

LSW-12 LSW-12-R LSW-12-RB IN
MM 3/4 0.7

18
0.8
20

1.1
28

1
25

500
35

LSW-16 LSW-16-R LSW-16-RB IN
MM 1 0.8

20
1
25

1.4
36

1.2
30

500
35

LSW-20 LSW-20-R LSW-20-RB IN
MM 1-1/4 0.9

23
1.1
28

1.4
36

1.4
36

500
35

LSW-24 LSW-24-R LSW-24-RB IN
MM 1-1/2 0.9

23
1.4
36

1.5
38

1.5
38

500
35

LSW-32 LSW-32-R LSW-32-RB IN
MM 2 0.9

23
1.9
48

1.7
43

1.7
43

500
35

SAE THREADS DIMENSIONAL DETAIL

OPEN 
VIEW

WITH 
REFLECTOR

REFLECTOR 
BALL a b c d e

MAX 
PRESS 

PSI/BAR

LSW-A8-R LSW-A8-RB IN
MM

3/4”-16 
SAE

0.4
10

0.5
13

0.9
23

0.9
23

500
35

LSW-A12-R LSW-A12-RB IN
MM

1-1/16”-
12 SAE

0.6
15

1
25

1.3
33

1.1
28

500
35

LSW-A16-R LSW-A16-RB IN
MM

1-5/16”-
12 SAE

0.6
15

1
25

1.5
38

1.8
46

500
35

LSW-A20-R LSW-A20-RB IN
MM

1-5/8”-
12 SAE

0.6
15

1.4
36

2
51

1.2
30

500
35

LSW-A24-R LSW-A24-RB IN
MM

1-7/8”-
12 SAE

0.8
20

1.5
38

2
51

1.2
30

500
35

NPT

SAE
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Tank accessories

TANK CLEAN-OUT COVERS
Model TC 

MODEL a b c d GASKET

TC-6 IN
MM

6
152

4.3
109

0.4
10 14 GA. TCG-6

TC-12 IN
MM

12
305

10
254

1.6
41 7 GA. TCG-12

TC-14 IN
MM

14
356

12
305

2
51 7 GA. TCG-14

TC-18 IN
MM

18
457

16
406

2.6
66 7 GA. TCG-18

Lenz has introduced a new series of tank covers, “TC Series”. 
The tank covers include seven models, ranging from a 6” to an 18” 
diameter. The TC Series tank covers are designed for ease of 
servicing hydraulic reservoirs through sidewall or through hank top.
Features Include:
n	 Buna lip seal supplied
n	 Nylon crush washer supplied
n	 Zinc plated
n	 Heavy duty steel construction
n	 Durable no-leak gasket
n	 Quick easy access for cleaning and inspection
n	 For standard and fireproof hydraulic fluids
n	 Low cost
n	 Stocked for quick deliver
Options:
n	 6”, 12”, 14”, 18” Diameters
n	 Drain available - Add “D” to Model Number
n	 Stainless Steel - Add “SS” to Model Number
n	 TC-BA - Tank cover Baffle Adapter
n	 TC Bolt -5/8 “-11 Bolt (TC-BX”L”) Specify length.
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AFC-25 STAINLESS STEEL CASE
n	 Dial Size: 2-1/2 “ Glycerin Filled
n	 Pressure Ranges: 30” HG to 15,000 psi/Bar (Dual Scale)
n	 Accuracy:Within 2.0% of Maximum Graduation
n	 Case: 304SS Stainless Steel
n	 Bourdon Tube: Phosphor Bronze
n	 Movement: Brass with Highly Finished Bearing Surfaces
n	 Connection: 1/4” Male npt Brass Bottom or Rear Center Connection
n	 Safety Blow-Out Plug Included/Restrictors Standard
AFC-25RC (REAR CENTER) MOUNTING OPTIONS, ADD SUFFIX:
n	 “FF” FOR Polished Stainless Steel Front Flange - Example: AFC-5M-25RC-FF
n	 “U-Clamp” Models, Model Number Changes to “AUB” - See Chart Below
Lenz’s AFC-25 Series Pressure Gauges feature a stainless steel case, brass stem, glycerin filled which are ideal for severe 
pulsation, vibration and where c orrosive atmospheres are a factor. These Lenz pressure gauges are perfect for the original 
equipment manufacturers (O.E.M.) and other hydraulic and pneumatic equipment due to being cost effective.

STD. BOTTOM
MOUNT 
MODEL 

NUMBER

REAR CENTER
MOUNT 
MODEL 

NUMBER

PANEL MOUNT 
U-CLAMP 
MODEL 

NUMBER

FULL RANGE FIGURE 
INTERVal

GRADUATION 
INTERVal

ENGLISH psi METRIC
BAR psi BAR psi BAR

AFC-15-25 AFC -15-25RC AUB-15-25RC 0-15 0-1 3 .2 .25 .02

AFC-30-25 AFC-30-25RC AUB-30-25RC 0-30 0-2 5 .5 .5 .5

AFC-60-25 AFC-60-25RC AUB-60-25RC 0-60 0-4 10 1 1 .1

AFC-100-25 AFC-100-25RC AUB-100-25RC 0-100 0-7 20 2 2 .1

AFC-160-25 AFC-160-25RC AUB-160-25RC 0-160 0-10 20 2 2 .2

AFC-200-25 AFC-200-25RC AUB-200-25RC 0-200 0-14 40 4 4 .4

AFC-300-25 AFC-300-25RC AUB-300-25RC 0-300 0-20 50 5 5 .5

AFC-400-25 AFC-400-25RC AUB-400-25RC 0-400 0-28 50 5 5 .5

AFC-500-25 AFC-500-25RC AUB-500-25RC 0-500 0-35 100 5 10 .5

AFC-600-25 AFC-600-25RC AUB-600-25RC 0-600 0-40 100 10 10 1

AFC-800-25 AFC-800-25RC AUB-800-25RC 0-800 0-56 100 10 10 1

AFC-1M-25 AFC-1M-25RC AUB-1M-25RC 0-1000 0-70 200 20 20 1

AFC-1500-25 AFC-1500-25RC AUB-1500-25RC 0-1500 0-100 300 20 50 5

AFC-2M-25 AFC-2M-25RC AUB-2M-25RC 0-2000 0-140 400 40 40 4

AFC-3M-25 AFC-3M-25RC AUB-3M-25RC 0-3000 0-210 500 50 50 5

AFC-4M-25 AFC-4M-25RC AUB-4M-25RC 0-4000 0-300 500 50 50 5

AFC-5M-25 AFC-5M-25RC AUB-5M-25RC 0-5000 0-350 1000 100 100 10

AFC-6M-25 AFC-6M-25RC AUB-6M-25RC 0-6000 0-420 1000 100 100 10

AFC-7500-25 AFC-7500-25RC AUB-7500-25RC 0-7500 0-420 1000 100 100 10

AFC-10M-25 AFC-10M-25RC AUB-10M-25RC 0-10000 0-700 2000 200 200 10

AFC-15M-25 AFC-15M-25RC AUB-15M-25RC 0-15000 0-1000 3000 200 500 20

2-1/2” Stainless Case-Brass Movement Compound Gauges

STD. BOTTOM
MOUNT 
MODEL 

NUMBER

REAR CENTER
MOUNT MODEL 

NUMBER

PANEL MOUNT 
CLAMP REAR 

CENTER MOUNT 
MODEL NUMBER

FULL RANGE FIGURE INTERVal

ENGLISH 
HG & PSI 

METRIC
BAR

ENGLISH 
HG & PSI 

METRIC
BAR

AFC-30-30-25 AFC-30-30-25RC AUB-30-30-25RC 30”-0-30 -1-0-2 10” & 10 1 & 1

AFC-30-60-25 AFC-30-60-25RC AUB-30-60-25RC 30”-0-60 -1-0-4 10” & 10 1 & 1

AFC-30-100-25 AFC-30-100-25RC AUB-30-100-25RC 30”-0-100 -1-0-7 30” & 20 1 & 1

AFC-30-200-25 AFC-30-200-25RC AUB-30-200-25RC 30”-0-200 -1-0-14 30” & 40 1 & 2

2-1/2” Stainless Case-Brass Movement Vacuum Gauges

STD. BOTTOM 
MOUNT MODEL 

NUMBER

REAR CENTER 
MOUNT MODEL 

NUMBER

PANEL MOUNT CLAMP 
REAR CENTER 

MOUNTMODEL NUMBER

FULL RANGE FIGURE INTERVal GRADUATION INTERVal

ENGLISH HG METRIC BAR HG BAR psi BAR

AFC-30HG-25 AFC-30HG-25RC AUB-30HG-25RC 0-30” 0-1 5 .2 1 .02




